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Overview
HP Compaq dc7600 Business PC HP recommends Windows® XP
Professional
Ultra-slim Desktop
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1. Monitor (sold separately) 7. 200-watt power supply with power harness cable
2. 2-Button Scroll Mouse (PS/2 or USB) incorporating 1 SATA device power connector
3. HP Standard Keyboard (PS/2 or USB) 8. 1 full-height PCI dot (optional)
4. Front I/O: 2 USB 2.0, headphone and microphone 9. Rear 1/O: 6 USB 2.0, 1 optiona serial port (available via
5. 1MultiBay Drive Bay adqpter), 1 optional_parallel port. (availgbleviaadapter), 1
L optional DVI graphics port (available viaDVI ADD2
6. 135" internal bay adapter), 2 PS/2, 1 R}45, 1 VGA, audio in/out

Small Form Factor
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Monitor (sold separately)
2-Button Scroll Mouse (PS/2 or USB)

HP Standard Keyboard (PS/2 or USB)

Front I/0: 2 USB 2.0, headphone and microphone

1 3.5" external bay for optional diskette drive, HP 16-in-1
Media Card Reader, or other 3.5" device

15.25" external bay for optional optical drive, or other
5.25" device (bay tilts up for device removal and insertion)

7. 13.5"internal bay
8. 240-watt power supply with power harness cable

incorporating 2 SATA, 1 PATA and 1 FDD device power
connectors

Rear 1/0: 6 USB 2.0, 1 standard serial port, 1 optiona
serial port, 1 paralel port, 2 PS/2, 1 R}45, 1 VGA, audio
in/out

. 2 low profile PCI dots, 1 low profile PCI Expressx1 slot, 1

low profile PCI Express x16 slot standard*; 2 full-height
PCI dlots optional
*NOTE: With riser card option, express x1 and x16 slots
are inaccessible.

Convertible Minitower

Monitor (sold separately)

2-Button Scroll Mouse (PS/2 or USB)

HP Standard Keyboard (PS/2 or USB)

Front I/0O: 2 USB 2.0, headphone and microphone

1 3.5" external bay for optional diskette drive, HP 16-in-1
Media Card Reader, or other 3.5" device

7. 2full-height PCI dots, 1 full-height PCI Expressx1 slot, 1

full-height PCI Express x16 slot, 2 additional full-height
PCI dlots optional

Rear 1/0: 6 USB 2.0, 1 standard serial port, 1 optiona
seria port, 1 paralel port, 2 PS/2, 1 RJ}45, 1 VGA, audio
in/out, micin
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6. 35.25" external baysand 2 3.5" internal bays 9. 365-watt power supply with power harness cable
incorporating 4 SATA, 3 PATA and 1 FDD device power
connectors

* NOTE: HP supplied configuration with 5.25" PATA optical device provides 1 additional spare PATA device
data-connector on ribbon cable.

At A Glance

. Designed for long-term, networked deployment within medium and large organizations in commercia business,
finance and public sector industries
. Choice of operating systems
. Value-added software available pre-installed:
o HP ProtectTools Embedded Security (purchased separately)
o HP Client Manager (http://h18000.www1.hp.com/im/index.html)
o Altiris Local Recovery
o Norton AntiVirus with 60 day Live Update Subscription
. Fully compatible software OS image across al three models (Ultra-slim Desktop, Small Form Factor,
and Convertible Minitower)
. HPBIOS for security, manageability and software image stability
. Standard 3-years parts, 3-years labor and 3-years on-site warranty services
(terms and conditions vary by country; certain restrictions and exclusions apply)
. Tool-less serviceability, HP Insight Diagnostics software, and HP Restore Pius ! CD for fast repair
. Selected configurations with global availability easily set up and ordered through HP.com Business to Business portals
(http://h10019.www1.hp.com/busi ness-site/index.html)
. Tailored HP Factory Express deployment and lifecycle services available
(http://h71028.www7.hp.com/enterprise/cache/97688-0-0-225-121.aspx)
. Intel technologiesintroduced in 2005: 945G Express chipset, Pentium 4, Pentium D and Celeron processors
. Embedded TPM1.2 compliant security module (requires HP ProtectTools Embedded Security software)
. Support for SMART 111 1.5Gb/s and 3.0Gh/s Serial ATA hard drives
. In compliance with the IEEE 1680 (EPEAT) standard at the SILVER level, see http://www.epeat.net/
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Configurable Components - Select Models (localized by Regions)

Model Key and Example

NOTE: This diagram is an example that illustrates how to read the model number.
It is not intended to give every available configuration choice specified in the body of this document and may
include references to modules that are out of date and no longer available.
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Configurable Components

Genuine Windows X P Professional SP2

Genuine Windows XP Home SP2

SUSE Linux Personal 9.3 OEM (delivered on CDs with system, not pre-installed)- WW except Asia
FreeDOS

NOTE: Microsoft Windows NT 4.0 and Microsoft Windows 2000 are not available on these
systems. Some drivers for Windows 2000 are available for download from hp.com.

Operating System -
One of the following

Value-added Software
(not included with
FreeDOS)

HP ProtectTools Embedded Security software
HP Client Management Solutions (visit http://
www.hp.com/go/easydeploy)

HP Restore CD

HP Insight Diagnostics

Computer Setup Utility

Altiris Local Recovery

Norton AntiVirus 2005 with 60 day Live Update
Subscription

Microsoft Office 2003 Basic

Microsoft Office 2003 Professional

Microsoft Office 2003 Small Business

Microsoft Works 7.0

Microsoft Internet Explorer with Google Toolbar
PDF Complete

Dantz Retrospect and Roxio DigitalMedia Plus
(supplied with CD-RW drive, Combo drive or
DVD+/-RW drive)

Roxio Cineplayer (supplied with DVD-ROM
drive)
Microsoft Office 2003 Personal QuickBooks Simple Start
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Value-added Services
and Features

HP Stable Platform Program

Business-to-Business Portals
HP Global Series Services

Factory Express Deployment and Lifecycle

Services

TPM 1.2 Security
Tool-less Serviceability

Service and Support

On-site Warranty and Service

deliversthree years of parts, labor and on-site repair. Response time is next business-day
Note 3

includes free telephone support

Note

1: This three-year (3-3-3), limited warranty and service offering

24 x 7. Global coverage

Note 2

Notezand

ensures that any product

purchased in one country and transferred to another non-restricted country will remain fully covered
under the original warranty and service offering. Some countries/regions do not offer one year onsite

and labor.

NOTE 1: Terms and conditions may vary by country. Certain restrictions and exclusions apply.
NOTE 2: On-site service may be provided pursuant to a service contract between HP and an
authorized HP third-party provider, and is not available in certain countries. Global service
response times are based on commercially reasonable best effort and may vary by country.
NOTE 3: Technical telephone support applies only to HP-configured, HP and HP-qualified, third-
party hardware and software. Toll-free calling and 24 x 7 support may not be available in some

countries.

| Ultra-slim Desktop

Small Form Factor

Convertible Minitower

Dimensions

Chassis Dimensions 2.95x12.4x 13.18in 3.95x13.3x14.9in 17.65x 6.6 x17.8in
(HxW x D) (7.49 x 31.50 x 33.48 cm) (10.03 x 33.78 x 37.85 cm) (44.83 x 16.76 x 45.21 cm)
System weight 13.21b (5.99 kg) 19.51b (8.85 kg) 32.51b (14.74 kg)
System volume 7.9 liters 12.8liters 33.8liters
Shipping weight 191b (8.62 kg) 301b (13.61 kg) 431b (19.50 kg)
Maximum supported 77.11b (35 k) 77.11b (35 kg) 77.11b (35 k)
weight (desktop

orientation)

Shipping box dimensions

12.63x18.75x 20in

12.63x 18.75x 20in

23.38 x 13.06 x 22.88in

Processor and Speed*
One of the following

Intel Celeron D Processors:

Intel Celeron D 331 Processor (2.66-GHz, 256K L2 cache, 533-MHz FSB)
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(HxW x D) (32.08 x 47.63 x 50.8 cm) (32.08 x 47.63 x 50.8 cm) (59.39 x 33.17 x 58.12 cm)
Power Supply 190W power supply — Active 240W power supply —Active  (365W power supply - Active PFC
PFC PFC
Ports
USB 2.0 8 (2 front, 6 rear) 8 (2 front, 6 rear) 8 (2 front, 6 rear)
Serial 1 optional via Seria & parallel I/| 1 standard with 2nd optional 1 standard with 2nd optional
O adapter
Parallel 1 optional via Serial & parallel I/ 1 1
O adapter
PS/2 1 keyboard, 1 mouse 1 keyboard, 1 mouse 1 keyboard, 1 mouse
Video anaog for integrated graphics | analog for integrated graphics | analog for integrated graphics
DVI output available viaADD2 card or PCI |available viaADD?2 card, PCI-E |available viaADD2 card, PCI-E
card x16 card, or PCI card x16 card, and PCI card
Support for Multi-Monitor | available via ADD2 card or PCI | available viaADD?2 card, PCI-E |available viaADD2 card, PCI-E
card x16 card, or PCI card x16 card, and PCI card
Audio Front - mic and headphone Front - mic and headphone Front - mic and headphone
Rear - linein, line out Rear - linein, line out Rear - linein, lineout, micin
NIC (RJ45) Integrated Broadcom NetXtreme |Integrated Broadcom NetXtreme |Integrated Broadcom NetXtreme
Gigabit Ethernet for HP Gigabit Ethernet for HP Gigabit Ethernet for HP
USDT SFF CMT

X X X
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Intel Celeron D 336 Processor (2.80-GHz, 256K L2 cache, 533-MHz FSB)
Intel Celeron D 346 Processor (3.06-GHz, 256K L2 cache, 533-MHz FSB)
Intel Pentium 4 Processors with HT Technology:

Intel Pentium 4 521 Processor (2.8-GHz, 1-MB L2 cache, 800-MHz FSB)
Intel Pentium 4 524 Processor (3.06-GHz, 1-MB L2 cache, 533-MHz FSB)
Intel Pentium 4 541 Processor (3.2-GHz, 1-MB L2 cache, 800-MHz FSB)
Intel Pentium 4 620 Processor (2.8-GHz, 2-MB L2 cache, 800-MHz FSB)
Intel Pentium 4 630 Processor (3.0-GHz, 2-MB L2 cache, 800-MHz FSB)
Intel Pentium 4 631 Processor (3.0-GHz, 2-MB L2 cache, 800-MHz FSB)
Intel Pentium 4 640 Processor (3.2-GHz, 2-MB L2 cache, 800-MHz FSB)
Intel Pentium 4 641 Processor (3.2-GHz, 2-MB L2 cache, 800-MHz FSB)
Intel Pentium 4 650 Processor (3.4-GHz, 2-MB L2 cache, 800-MHz FSB)
Intel Pentium 4 651 Processor (3.4-GHz, 2-MB L2 cache, 800-MHz FSB)
Intel Pentium 4 660 Processor (3.6-GHz, 2-MB L2 cache, 800-MHz FSB)
Intel Pentium 4 661 Processor (3.6-GHz, 2-MB L2 cache, 800-MHz FSB)
Intel Pentium 4 670 Processor (3.8-GHz, 2-MB L2 cache, 800-MHz FSB)
Intel Pentium D Dual Core Processors:

Intel Pentium D 805 Dual Core Processor (2.66-GHz, 2x1MB L2 cache,
533-MHz FSB)

Intel Pentium D 820 Dual Core Processor (2.8-GHz, 2x1IMB L2 cache,
800-MHz FSB)

Intel Pentium D 830 Dual Core Processor (3.0-GHz, 2x1IMB L2 cache,
800-MHz FSB)

Intel Pentium D 840 Dual Core Processor (3.2-GHz, 2x1IMB L2 cache,
800-MHz FSB)

Intel Pentium D 915 Dual Core Processor (2.8-GHz, 2x2MB L2 cache,
800-MHz FSB)

Intel Pentium D 925 Dual Core Processor (3.0-GHz, 2x2MB L2 cache,
800-MHz FSB)

Intel Pentium D 930 Dual Core Processor (3.0-GHz, 2x2MB L2 cache,
800-MHz FSB)

Intel Pentium D 940 Dual Core Processor (3.2-GHz, 2x2MB L2 cache,
800-MHz FSB)

Intel Pentium D 945 Dual Core Processor (3.4-GHz, 2x2MB L2 cache,
800-MHz FSB)

Intel Pentium D 950 Dual Core Processor (3.4-GHz, 2x2MB L2 cache,
800 MHz FSB)

X X X X X X X X X X

X

X

X

*NOTE: Intel processor numbers are not a measure of performance. Processor numbers differentiate features
within each processor family, not across different processor families.

X X

X X X X X X X X X X

x

X X

X X X X X X X X X X X X X

X

Memory

Ultra-Slim Desktop

945G Express chipset
DDR2 SYNCH DRAM NON-ECC MEMORY

Memory upgrades are accomplished by adding single or multiple DIMMs of the same or varied
sizes. This chart does not represent all possible memory configurations. The Intel 945G Express

chipsets support non-ECC DDR2 PC2-4200 (533-MHZz) and PC2-5300 (667-MHz) memory.

HP recommends dual-channel symmetric configurationsfor maximum performance. For best

performance, add the same amount of total memory to each channel and do not mix speeds. For dual-

channel symmetric performance, the total amount of memory in each channel must be equal. If

speeds are mixed, speed will default to the slowest DIMM.
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Maximum Memory

Supports up to 3-GB of DDR2 SYNCH DRAM. Not all memory configurations possible are

represented below.
DIMM Size Slot
Channel A Channel B
1 2 3
256-MB 256-MB
512-MB 512-MB
512-MB (dual-channel 256-MB 256-MB
symmetric)
1-GB 1-GB
1-GB (dua channel symmetric) 512-MB 512-MB
1-GB (dual channel symmetric) 512-MB 256-MB 256-MB
2-GB (dual channel symmetric) 1-GB 512-MB 512-MB
3-GB maximum 1-GB 1-GB 1-GB

Small Form Factor and

Maximum Memory

Convertible Minitower

Supports up to 4-GB of DDR2 SYNCH DRAM. Not all memory configurations possible are

represented below.

NOTE: Above 3-GB, all memory may not be available due to system resource requirements.

DIMM Size Slot
Channel A Channel B
1 2 3 4
256-MB 256-MB
512-MB 512-MB
512-MB (dual-channel 256-MB 256-MB
symmetric)
1-GB 1-GB
1-GB (dual-channel 512-MB 512-MB
symmetric)
1-GB (dual-channel 256-MB 256-MB 512-MB
symmetric)
2-GB (dual-channel 1-GB 512-MB 512-MB
symmetric)
2-GB (dual-channel 512-MB 512-MB 512-MB 512-MB
symmetric)
4-GB maximum 1-GB 1-GB 1-GB 1-GB
(dua-channel
symmetric)

Memory Configurations
— One of the following

256-MB DDR2 Synch Dram PC2-4200 (533-MHz) Non ECC (1 x 256)
512-MB DDR2 Synch Dram PC2-4200 (533-MHz) Non ECC (1 x 512)
512-MB DDR2 Synch Dram PC2-4200 (533-MHz) Non ECC (2 x 256)
1-GB DDR2 Synch Dram PC2-4200 (533-MHz) Non ECC (1 x 1GB)
1-GB DDR2 Synch Dram PC2-4200 (533-MHz) Non ECC (2 x 512)
2-GB DDR2 Synch Dram PC2-4200 (533-MHz) Non ECC (4 x 512)
3-GB DDR2 Synch Dram PC2-4200 (533-MHz) Non ECC (3 x 1GB)
4-GB DDR2 Synch Dram PC2-4200 (533-MHz) Non ECC (4 x 1GB)
256-MB DDR2 Synch Dram PC2-5300 (667-MHz) Non ECC (1 x 256)
512-MB DDR2 Synch Dram PC2-5300 (667-MHz) Non ECC (1 x 512)
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512-MB DDR2 Synch Dram PC2-5300 (667-MHz) Non ECC (2 x 256) X X X

1-GB DDR2 Synch Dram PC2-5300 (667-MHz) Non ECC (2 x 512) X X X

2-GB DDR2 Synch Dram PC2-5300 (667-MHz) Non ECC (4 x 512) X X
Expandability USDT SFF CMT

PCI dots

Optional with riser card:
1 full-height (4.2"), length (6.6")

2 low-profile (2.5"), length (6.6")
standard;
2 full-height (4.2"), length
(6.875") viaoptional riser card.

2 full-height (4.2"), length
(13.4") standard;
(2 additional full-height slots
available via optional extender

NOTE: With riser card option, card)
express x1 and x16 slots are not
accessible.
Max power per slot 25W 25W 75w
PCl Express x16 slot -- 1 low-profile (2.5"), length (6.6") |1 full-height (4.2"), length (10.5")
Max power per slot N/A 25W 75w
PCl Express x1 slot -- 1low profile (2.5"), length (6.6") |1 full-height (4.2"), length (13.4")
Max power per slot N/A 0w 10w
External Bays 0 (use MultiBay) 2 4
35" N/A 1 1
5.25" N/A 1 (length 8.189") 3 (2- length 8.189", 1 - length
5.71")
MultiBay 1 standard none none
IDE 1IDE for Multibay | (12 mm) 1 IDE connector for opticals 1 IDE connectors for opticals
Interna 3.5" HDD Bays 1 1 2

Hard Drive Controller
(PCI) Supported

Serial ATA (support for SATA 1.5-Gb/s and 3.0-Gb/s hard drives)

Hard Drive Interfaces
Supported

1 Seria ATA interface

2 Serial ATA interfaces

2 Seria ATA interfaces

Storage Diagrams
Ultra-slim Desktop

Small Form Factor

Convertible Minitower

©
0
—0®
\@ (internal)
\@ _—
Storage — Drive Support
UsDT SFF CMT
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MultiBay 3.5" Seria Diskette Storage 3.5" Seria Diskette Storage 3.5" Seridl
DriveBay ATA Hard Driveor DriveBay ATA Hard Driveor DriveBay = ATA Hard
Drive Media Card Drives Media Card Drives
Reader Reader
(optional)
Quantity Supported 1 1 1 1 2 1 2 2
Position Supported @ @ @ @ ©06 ® OO0 VOO
Controller IDE SATA Diskette IDE SATA Diskette IDE SATA
USDT SFF CMT
Hard Drive 40-GB SATA 1.5-Gb/s Hard Drive (7200 rpm) X X X
One or two of the 80-GB SATA 3.0-Gb/s Hard Drive (7200 rpm) X X X
following 160-GB SATA 3.0-Gb/s Hard Drive (7200 rpm) X X X
250-GB SATA 3.0-Gb/s Hard Drive (7200 rpm) X X X
2nd hard drive, 80-GB SATA 3.0-Gb/s Hard Drive (7200 rpm) X X
2nd hard drive, 160-GB SATA 3.0-Gb/s Hard Drive (7200 rpm) X X
2nd hard drive, 250-GB SATA 3.0-Gb/s Hard Drive (7200 rpm) X X
Removable Storage — Diskette Drives
?fllle or mO(;e of tge 1.44-MB Diskette Drive X X
(o ST Mearme N |
section below) HP 16-in-1 Media Reader (PCI card suppliesinternal USB connection) X X
Optical Drives
48X CD-ROM Drive X X
48X/32X/48X CD-RW Drive X X
48X/32X Combo CD-RW/DVD-ROM Drive X X
16X/48X DVD-ROM Drive X X
16X DVD+/-RW LightScribe Drive (Double Layer/Dual Format) X X
MultiBay
MultiBay 24X CD-ROM Drive X
MultiBay 24X/24X/24X/8X DVD-CDRW Combo Drive X
MultiBay 8X/24X DVD-ROM Drive X
Security 1.2 TPM Embedded Security Chip integrated with Broadcom NIC X X X
HP ProtectTools Embedded Security Software X X X
Serial, Parallel, USB Enable/Disable (via BIOS) X X X
Removable Media Write/Boot Control X X X
Power-On Password (via BIOS) X X X
Setup Password (via BIOS) X X X
Solenoid Lock (electronic hood lock) X X
Hood Removal Sensor X X X
HP Desktop Security lock kit (lock and cable) X X X
Security cable with Kensington lock X X X
Rear port control cover X X X
NIC Broadcom NetXtreme Gigabit Ethernet integrated on system board X X X
Intel PRO/1000 GT Gigabit PCI Adapter (full height bracket) X
Intel PRO/1000 GT Gigabit PCI Adapter (Ilow profile bracket) X X

file:////Webh02/computinghardware/DocDiv/PcStandard/HP/dc7600/HPdc7600- QuickSpecs.htm (9 of 47)26/09/2006 15:06:41



HP Compag dc7600 Business PC - Worldwide QuickSpecs

Wireless Wireless A+G PCI Card (full height bracket) X* X
Wireless A+G PCI Card (low profile bracket) X
NOTE: *Requires optional PCI riser card.

Modem 2006 Agere PCI 56K International SoftModem (full height) X* X* X
2006 Agere PCI 56K International SoftModem (low profile) X
NOTE: *Requires optional PCI riser card.

Graphics Integrated Intel Graphics Media Accelerator 950 X X X
DVI ADD2 SDVO single head Graphics Adapter for USDT X
DVI ADD2 SDV O single head Graphics Adapter (PCI-E x16) X X
ATl RADEON X300 SE PCI Express 128-MB DDR single head DVI with TV X X
out
ATI RADEON X1300 256MB PCle DVI w/TV X X
ATI RADEON X1600XT 256MB, full-height PCle, dual DVI w/TV-out X
NVIDIA Quadro NVS 280 64-MB PCI dua head VGA X* X X
NVIDIA Quadro NV S 285 128-MB PCle x16 dual head VGA X X
NVIDIA Quadro 55 NVS 64MB PCI low profile DVI w/TV-out X*
NOTE: * Requires optional PClI riser card.
** NVS 280 PCI can be selected as a second graphics card when
the NVIDIA Quadro NVS 285 is also installed, to provide support
for four monitors.
Audio Integrated High Definition audio with Realtek 2 channel ALC260 codec (all X X X
ports are stereo)

Microphone and Headphone front ports
Microphone rear port*

Line-out and Line-In rear ports*

Aux Input connection on system board
Analog CD IN Support X**

Internal Speaker X X X

NOTE: *Rear audio ports are re-taskable as Line-in, Line-out, or Microphone-in, with optional driver,
available only through download from HP support website. External speakers must be powered
externally.

** Available on USDT through MultiBay

X X X X
X X X X
X X X X

Keyboard — HP PS/2 Standard Keyboard

One of the following HP USB BG1650 Keyboard
HP USB Standard Keyboard
HP USB Smartcard Keyboard

X X X X
X X X X
X X X X

Mouse — PS/2 2-Button Scroll Mouse

One of the following PS/2 2-Button Optical Scroll Mouse
USB 2-Button Optical Scroll Mouse
USB 2-Button Scroll Mouse

X X X X
X X X X
X X X X

Miscellaneous HP FireWire/ IEEE 1394 PCI Card (full height) X* X X
HP FireWire/ IEEE 1394 PCI Card (low profile) X
PCI riser card — adds 1 full-height PCI slot X
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PCI riser card — adds 2 full-height PCI slots X
NOTE: Low profile slots are unusable with riser card installed.

PCI extender card for CMT (adds 2 PCI) X
PCI Seria & parallel 1/0 adapter X*

2nd serial port adapter (full height) X
2nd serial port adapter (low profile)
Tower stand

Blue Angel Compliant Bezel — Europe Only X X X
Configure dc7600 CMT in desktop orientation X
NOTE: *Requires optional PCI riser card.

x
X X

Overview  Configurable Components - Select Models (localized by Regions)  Configurable Components  After-

Market Options (availability may vary by region)  Technical Specifications  Technical Specifications - Audio

Technical Specifications - Communications  Technical Specifications - Graphics  Technical Specifications - Hard Drives

Technical Specifications - Input/Output Devices  Technical Specifications - Optical Storage

Technical Specifications - Removable Storage  Technical Specifications - Environmental Data

After-Market Options (availability may vary by region)

USDT SFF CMT Part Number

Communications WirelessLAN
HP Wireless A+G PCI Card (North America only) X* X X EA118AA
HP Wireless A+G PCI Card (WW except North America) X* X X PZ928AA
HP BT450 USB Bluetooth Wireless Printer and PC Adapter X X X IPQ639A
NICs
Broadcom NetXtreme Gigabit Ethernet PCI Express x1 Card X X EAB33AA
Intel PRO/1000 GT Gigabit PCI (full height only) X X AG393AA
M odem
2006 Agere PCI 56K International Modem X* X X EKB694AA
NOTE: *Requires optional PCI riser card.

Graphics Single head solutions
DVI ADD2 Graphics Card (PCI-E x16) X X DY674A
ATI RADEON X300 SE PCI Express 128-MB DDR DVI X X DY596A
with TV out
ATI RADEON X1300 256MB DDR PCIE DVI w/TV X X AG392AA
NVIDIA Quadro 55 NVS 64MB PCI DVI w/TV Out X* X X EK561AA
Multi head solutions
NVIDIA Quadro NVS 280 64-MB PCI dua head (DM S59 X* X X DY599A
connector with dual VGA Y -cable)
NVIDIA Quadro NVS 280 64-MB PCIE dual head (DM S59 X X DY 650A
connector with dual VGA Y -cable)
NVIDIA Quadro NV S 285 128-MB PCIE x 16 dual head X X EEO61AA
VGA
Dual DVI Y-cable for DY599A or DY 650A X X DL139A
NOTE: *Requires optional PCI riser card.

Hard Drives Serial ATA Hard Drives
40-GB SATA 1.5-Gb/s Hard Drive X X X PB371A
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80-GB SATA 3.0-Gb/s Hard Drive X X X PY276AA
160-GB SATA 3.0-Gb/s Hard Drive X X X PY277AA
250-GB SATA 3.0-Gb/s Hard Drive X X X PY278AA
Input/Output Devices Keyboards
HP PS/2 Standard Keyboard X X X DT527A
HP USB Standard Keyboard X X X DT528A
HP USB BG1650 Standard Keyboard X X X DT529A
HP USB Smartcard Keyboard X X X ED707AA
Pointing Devices
HP PS/2 2-Button Scroll Mouse (Carbonite) X X X DD440B
HP PS/2 2-Button Optical Scroll Mouse X X X EY703AA
HP USB 2-Button Scroll Mouse (Carbonite) X X X DD441B
HP USB 2-Button Optical Scroll Mouse (Carbonite/Silver) X X X DC172B
Memory (DIMMS) PC2-5300 (DDR2, 667 MHz) DIMMs Non-ECC
1 GB PC2-5300 (DDR2-667) DIMM X X X PX976AA
512 MB PC2-5300 (DDR2-667) DIMM X X X PX975AA
256 MB PC2-5300 (DDR2-667) DIMM X X X PX974AA
PC2-4200 (DDR2, 533 MHz) DIMMs Non-ECC
1 GB PC2-4200 (DDR2-533) DIMM X X X PV557AA
512 MB PC2-4200 (DDR2-533) DIMM X X X PV560AA
256 MB PC2-4200 (DDR2-533) DIMM X X X PV558AA
Monitors CRTs
HP s7540 17" (16.0" vis) CRT Monitor PFI97AA#X XX
HP v7650 17" (16.0" vis) Flat-face CRT Monitor PFI96AA#X XX
TFTs
HP L1506 15" TFT Flat Panel Monitor — Analog only PX848AA#XXX
HP L1706 17" TFT Flat Panel Monitor — Analog only PX849AA#X XX
HP L1740 17" TFT Flat Panel Display — Analog/Digital PL766AA#XXX
HP L1755 17" TFT Flat Panel Display — Analog/Digital PL777TAA#XXX
HP L1906 19" TFT Flat Panel Display — Analog only PX850AA#XXX
HP L1940T 19" TFT Hat Panel Display — Analog/Digita EM869AAH#X XX
HP L1955 19" TFT Flat Panel Display — Analog/Digital PD974AA#XXX
HP L2065 20" TFT Flat Panel Display — Analog/Digital EF227A4#X XX
HP LP2465 24" TFT Widescreen Flat Panel Display — Analog/Digital EF224A4#X XX
GSA Monitors
HP L7179 17" GSA Flat Panel Monitor EE191AA#XXX
HP L9199 19" GSA Flat Panel Monitor EE192A A#X XX
Options
HP Flat Panel Speaker Bar EE418AA
HP CRT Monitor Multimedia Base PM552AA
USDT Integrated Work Center stand (no display) DL641B
Multimedia HP Satellite Speakers — Silver X X X ZD929AA
Optical Drives DVD-ROM Drive
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16X/48X DVD-ROM Drive X X PR596A
CD-ROM Drive
48X Max CD-ROM Drive X X DC143B
CD-RW Drive
48X/32X /48X CD-RW Drive X X DL975B
Combo Drive
48X/32X Combo CD-RW/DVD-ROM Drive X X DL976B
DVD+/-RW Drive
16X DVD+/-RW LightScribe Drive (Double Layer/Dual X X PR595A
Format)
Removable Storage Drive Key Options
256-MB HP Drive Key |1 (USB 2.0) X X X PHE57A
512-MB HP Drive Key |1 (USB 2.0) X X X ED516AA
1-GB HP DriveKey Il (USB 2.0) X X X AG382AA
Diskette and Digital Drives
1.44-MB USB Diskette Drive — External (Carbonite) X X X DC141B
1.44-MB Internal Diskette Drive X X DS710G
Multimedia
HP 16-in-1 Media Card Reader with PCI Card X X EM718AA
MultiBay Drive Storage Multibay 1.44-MB Diskette Drive X DE612B
MultiBay 24X CD-ROM Drive X DC513B
MultiBay 24X/24X/24X/8X Combo DVD-ROM/CD-RW X DL974B
Drive
MultiBay 8X DVD-ROM Drive X DC515B
HP MultiBay 8X DVD+/-RW (DL/DF) Drive X AG284AA
Security Kensington lock X X X PC766A
HP Business PC Security Lock X X X EV265AA
Wall mount/security sleeve (USDT) X PA719A
Wall mount/security sleeve (SFF) X PAT717A
HP USB Smartcard Keyboard X X X ED707AA
Software HP Credential Manager for ProtectTools X X X EM530AA
(includes Embedded Security for ProtectTools (use EM531AA
TPM enabling software) for 25-user
license,
EM532AA for
50-user license)
HP Client Foundation Suite X X X EF117AA
Includes: (use EF118AA
HP Client Manager for 1000+
HP Systems Insight Manager Connector licenses)

Altiris Local Recovery Pro
Altiris Migration Suite
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HP Client Premium Suite X X X EF119AA
Includes: (use EF120AA
HP Client Manager for 1000+
HP Systems Insight Manager Connector licenses)
Altiris Local Recovery Pro
Altiris Migration Suite
Altiris Connector Solution
Altiris Client Management Suite Level 1
HP OpenView Connector
Brackets/Stands HP Compag 7000 Series Ultra-dim Desktop Integrated Work X DL641B
Center Stand (no display)
Miscellaneous Serial and parallel 1/0 adapter (USDT) X PD825A
Accessories ond serial port adapter X X PAT716A
USB to serial adapter cable X X X EM449AA
PCI riser card (USDT) X ED247AA
PCI riser card (SFF) X PD824A
PCI extender card (CMT) X DC179B
HP FireWire/ |EEE 1394 PCI Card X X X PAQ97A
Overview  Configurable Components - Select Models (localized by Regions)  Configurable Components  After-

Market Options (availability may vary by region)

Technical Specifications

Technical Specifications - Audio

Technical Specifications - Communications

Technical Specifications - Graphics

Technical Specifications - Hard Drives

Technical Specifications - Input/Output Devices

Technical Specifications - Optical Storage

Technical Specifications - Removable Storage

Technical Specifications - Environmental Data

Technical Specifications

Unit Environment and
Operating Conditions

Ultra-Slim Desktop Small Form Factor

Convertible Minitower

General Unit Operating Guidelines

. Keep the computer away from excessive moisture, direct moisture and the extremes of heat and cold, to ensure that unit is
operated within the specified operating range.
. Leavea10.2 cm (4 in) clearance on al vented sides of the computer to permit the required airflow.
. Never restrict airflow into the computer by blocking any vents or air intakes.
. Do not stack computers on top of each other or place computers so near each other that they are subject to each other'sre-
circulated or preheated air.
. Occasionally clean the air vents on the front, back, and any other vented side of the computer. Lint, dust and other foreign
matter can block the vents and limit the airflow.
. If the computer is to be operated within a separate enclosure, intake and exhaust ventilation must be provided on the
enclosure, and the same operating guidelines listed above will still apply.

Temperature Range Operating: 50° to 95° F (10° to 35° C)*
Non-operating: -22° to 140° F(-30° to 60° C)
Relative Humidity Operating: 10% to 90% (non-condensing at ambient)

Non-operating: 5% to 95% (non-condensing at ambient)

Maximum Altitude Operating: 10,000 ft (3048 m)
(unpressurized) Non-operating: 30,000 ft (9144 m)

*NOTE: Operating temperature is de-rated 1.0 deg C per 300 m (1000 ft) to 3000 m (10,000 ft) above sea level, no direct
sustained sunlight. Maximum rate of change is 10 deg C/Hr. The upper limit may be limited by the type and number of options
installed.
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Power Supply

Ultra-Slim Desktop

Small Form Factor

Convertible Minitower

Power Supply 200 watt custom power supply | 240 watt custom power supply | 365 watt custom power supply
—Active PFC) —Active PFC —Active PFC)

Operating Voltage Range 90-264 VAC 90-264VAC 90-264 VAC

Rated Voltage Range 100 - 240 VAC 100-240 VAC 100-240 VAC

Rated Line Frequency 50/60 Hz 50/60 Hz 50/60 Hz

Operating Line Frequency 47 -63 Hz 47 -63 Hz 47 -63 Hz

Range

Rated Input Current 4A BA 6A

Mode — Suspend to RAM (S3)
(Instantly Available PC)

Heat Dissipation Typical 340 btu/hr Typical 340 btu/hr Typical 375 btu/hr
(86 kg-cal/hr) (86 kg-cal/hr) (95 kg-cal/hr)
M aximum 1050 btu/hr Maximum 1260 btu/hr Maximum 1916 btu/hr
(265 kg-cal/hr) (318 kg-cal/hr (483 kg-cal/hr)
Power Supply Fan 70mm variable speed 80mm variable speed 92mm variable speed
Energy Star Compliant X X X
Blue Angel Compliant X X X
(<5w in S5 — Power Off)
FEMP Standby Power X X X
Compliant
(<2W in S5 — Power Off)**
Power Consumptionin ES <3W <3W <3W

Environmental and Mechanical
Engineering Support Center
(EMESC) — Intranet Web Site
only

http://env-webserver.ccm.cpgcorp.net/EM ESC/defaul t.htm

*NOTE: Power consumption in the Off/Apparent Off mode is measured and reported with the network interface controller
"Wake on LAN" feature disabled in F10 Setup (default is "enabled").

ROM BIOS Information

languages.

fail-safe recovery.

Additional HP BIOS Features

Key features of the HP BIOS in the dc7600 include:

. Deployment and manageability — HP BIOS provides several technologies that help integrate the HP Business desktop
computer into the enterprise, such as PXE, remote configuration, remote control, and F10 Setup support for 12

. Stability — HP BIOS supports the HP stable product roadmap by releasing only critical BIOS changes to the factory and
advanced change notification.

. Security —HP BIOS offers arobust and flexible set of security features to help the system administrator secure their
systems from removal of sensitive data, and help prevent access by unauthorized users, subversion of OS security
policies, removal of hardware, flash of rogue BIOS images, master boot record viruses, and attacks on BIOS settings.

. Thermal and power management — The HP BIOS provides and enables thermal and power management technologies to
assist in operating the HP Business Desktop computer in any enterprise environment.

. Serviceability — HP BIOS provides diagnostic and detailed service information.

. Upgrades and recovery — HP BIOS provides numerous ways to upgrade HP Business Desktop computers, including
BIOS updates from within DOS (ROMPAQ, Flashlite), BIOS updates from within Windows (CPQFlash, SSM), and

. Power-On password — Helps prevent an unauthorized user from powering on the system. After a power-on password is
established, the user is required to type the password during the power-on process.

. Administrator password — Also known as the setup password, this helps prevent unauthorized changes to the system
configuration. If the administrator password is not known, the BIOS version cannot be changed and changes cannot be
made to BIOS settings using F10 setup or under the OS.

. Advanced Configuration and Power Interface (ACPI) — Represents a significant innovation in power and configuration
management, allowing operating systems and applications to manage power based on activity and usage. HP Compaqg
dc7600 models use ACPI to provide power conservation features under Windows XP.
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Other Features

Description

ACPI-Ready Hardware

Advanced Configuration and Power Management Interface (ACPI).

. Allowsthe system to wake from alow power mode.

. Controls system power consumption, making it possible to place individua
cards and peripheralsin alow-power or powered-off state without affecting
other elements of the system.

SMBIOS Ver. 2.4

System Management BIOS, previously known as DMI BIOS, for system
management information

Wired for Management Support

Intel-driven, industry-wide initiative to make Intel architecture-based PCs, servers
and mobile computers more inherently manageable right out of the box and over the
network

Dual-State Power Button

Power button acts as both an on/off button and suspend-to-sleep button

Serviceability Features of System

Dual Color Power LED on Front of Computer (Indicates Normal Operations and Fault Conditions)

Diagnostic LED Explanation Table

Number of 1-second red LED blinks followed by 2-second pause, then repeats:
2-processor thermal protection activated

3-processor not installed

4-power supply failure

5-memory error

6-video error

7-PCA failure (ROM detected failure prior to video)

8-invalid ROM, bootblock recover mode

. System/Emergency ROM . FlashROM . CMOS Battery Holder for easy
Replacement
. Flash Recovery with Video . 5 Aux Power LED on System PCA . Processor ZIP Socket for easy Upgrade
Configuration Record SW
. Over-Temp Warning on Screen . Clear Password Jumper . DIMM Connectors for easy Upgrade
(Requires IM Agents)
. OSCD (RestoreOSCD) . Clear CMOS Button . NIC LEDs (integrated) (Green &
Amber)
. RestoreCD
Serviceability Features of Chassis
. Dua Color Power and HD LED — . Color coordinated cables and . Tool-lessHood Removal
To Indicate Normal Operations connectors
and Fault Conditions
. Front power switch . System memory can be upgraded . Tool-lessHard Drive, CD & Diskette
without removing the system board or Removal
any internal components
. Green Pull Tabs, and Quick . Tool-less System Board Removal
Release Latches for easy
I dentification

NOTE: Thumb screw release mechanism is used with the Ultra-slim Desktop chassis cover.
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Feature

Description

ASF 2.0 support (Alert Standard Format)

Industry-standard specification for network alerting in operating system-absent environments

Towerable

Product can be oriented as atower (in addition to desktop orientation)

Drive Self Tests (DPS)

. Drive Protection System

. A diagnostic hard drive salf test. It scans critical physical components and every sector
of the hard drive for physical faults and then reports any faults to the user.

« Running independently of the operating system, it can be accessed through a Windows-

DPS Access through F10 Setup during
Boot

based diagnostics utility or through the computer's setup procedure. It produces an
eva uation on whether the hard drive is the source of the problem and needs to be
replaced.

. The system expands on the Self-Monitoring, Analysis, and Reporting Technology
(SMART), acontinuously running systems diagnostic that aerts the user to certain types
of failures

SMART Technology
(Self-Monitoring, Analysis and Reporting
Technology)

Allows hard drives to monitor their own health and to raise flags if imminent failures were
predicted

SMART | — Drive Failure Prediction

. Predictsfailures before they occur. Tracks fault prediction and failure indication

SMART Il — Off-Line Data Collection

parameters such as re-allocated sector count, spin retry count, calibration retry count
. By avoiding actua hard drive failures, SMART hard drives act as "insurance" against

SMART Il — Off-Line Read Scanning
with Defect Reallocation

unplanned user downtime and potential data loss from hard drive failure

Overview

Configurable Components - Select Models (localized by Regions)

Configurable Components  After-

Market Options (availability may vary by region)

Technical Specifications  Technical Specifications - Audio

Technical Specifications - Communications

Technical Specifications - Graphics  Technical Specifications - Hard Drives

Technical Specifications - Input/Output Devices

Technical Specifications - Optical Storage

Technical Specifications - Removable Storage

Technical Specifications - Environmental Data

Technical Specifications - Audio

High Definition Audio  Type

High Definition Stereo

Codec
Audio Jacks

Integrated
Y es— Realtek ALC 260

Microphone-In (64-K ohm Input Impedance); front and rear stereo analog
microphone ports available except for USDT, which has front stereo
microphone only

Line-In (64-K ohm Input Impedance)

Line-Out * (200 ohms Output Impedance, expects at least a 10-K ohm
load)

Headphone-Out (1 Ohm Output |mpedance, expects at least a 32 ohm
load)

NOTE: *Internal Speaker Amplifier is for Internal Speaker only. External Speakers need to be
powered externally.

Sampling

Wavetable Syntheses

(software)

Analog Audio

8kHz-192 kHz
Y es— Uses OS soft wavetable

Yes

Number of Channelson Stereo (Left & Right channels)

Line-Out
(mono/stereo)

Internal Audio Speaker 15W

Power Rating
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